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The object management of the future represents a 
24/7 availability of the objects without personnel 
deployment.

The objects are uniquely identified, therefore the 
usage and down times can be determined individu-
ally for each object.

When objects are returned, Query masks ensure 
that defects are automatically forwarded to the 
technicians. Only operational objects will remain in 
the workflow.

The operator terminals can be integrated into 
the locker system at any position. They can be 
equipped with high-resolution capacitive touch 
displays of sizes 7“, 10“ or 12“. 

The modularity of our locker systems and the com-
bination of classic lockers with drawers enables an 
exceptionally high use of available space with the 
best ergonomics and operability. 

Our drawers are electronically controlled, and 
automatically close and open. This facilitates use 
and prevents operating errors, such as leaving a 
compartment open. The fundamental advantage 
of drawers is the clearer access to the objects. This 
is particularly advantageous for managing multiple 
and smaller objects in one compartment, as for 
example with tool management.

Our compartments can be equipped with the latest
RFID technology so that several objects per com-
partment can simultaneously be identified. 

Each compartment is available with charging con-
nections for 5 V, 12 V or 230 V in the large lockers.

Object management of the future

ecos system made up of lockers and 
drawers with 10" touch display
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Mobile ecos drawer system
with 7“ terminal, RFID reader and 4M/4 drawers

Communicati on via WIFI or LTE and batt eries 
with suffi  cient capacity for a full working day 
on site provide high fl exibility for important 
objects in terms of organizati onal readiness.

Laptops or tools can be monitored easily.

The objects can be reserved at any ti me - from 
the workplace, on the road, but also directly at 
the system. 

This enables a self-organizing, fully documented 
and easily monitored handout process.

In a future of fl exible workplaces this is the only 
way to organize a workfl ow effi  ciently. 

Workfl ow of the future

Input masks of our reservati on module on the system, via 
the web and on the smartphone
Input masks of our reservati on module on the system, via 
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All our systems are 
equipped with state-of-the-
art ARM processors. With 
Android as the operating 
system, the stability and 
future security of our object 
management systems is 
guaranteed. 

All systems are stand-alone 
capable, but can also be 
managed via our web appli-
cation ecos webman.

Apps for all common operat-
ing systems are freely avail-
able. Thus, smartphones or 
tablets can also be used for 
operation. Subsystem image asset manager with 7“ 

control unit  - drawers
Subsystem image asset manager with 7“ 
control unit  - key panel

Control unit
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A user friendly interaction between user and device is the most important factor for the acceptance of new 
technology. 

The two graphic user interfaces clearly show the advantages of a well-structured menu. One fingertip is all 
it takes to open the selected compartment.

Our high-resolution color display with capacitive touch (7” or 10”) enables all known techniques from 
smartphones, like swiping or zooming.

System image of the 10“ control unit of the ecos 
depot on page 6

System image of the 12“ control unit of the ecos drawer on 
page 7

The “asset manager” has been developed for
use in small businesses or organizations. 

Together with our software modules “time 
management“, “reservation“, “fleet management” 
and “administration for external objects or keys“, 
most of your organizational problems are solved.

As a compact all-in-one system the “asset man-
ager” controls objects as well as keys (also see 
our brochure “ecos key management”). All your 
valuable assets can be protected and controlled 
by one system.

This system is only available as a wall-mounted 
version with a depth of 9.8 inches.

Asset Manager
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8.7 x 52.6 x 19.3

15.0 x 5.3 x 19.3
15.0 x 8.3 x 19.3

15.0 x 11.2 x 19.3
15.0 x 17.1 x 19.3
15.0 x 34.8 x 19.3
15.0 x 52.6 x 19.3

21.3 x 5.3 x 19.3
21.3 x 8.3 x 19.3

21.3 x 11.2 x 19.3
21.3 x 17.1 x 19.3
21.3 x 34.8 x 19.3
21.3 x 52.6 x 19.3
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6.0
8.2

12.4
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38.0
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10.3
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21.4
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65.3

9.5
14.8
19.8
30.4
61.8
93.3

1Mx1/3
1Mx1/2
1Mx2/3
1M
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2Mx1/3
2Mx1/2
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Depots Width block  
(inch)

Height block  
(inch)

Depth block  
(inch)

Inside use  
W x H x D (inch)

Inside use  
Volume (gal)

ecos standard lockers with a depth of 9.8 inches ecos standard lockers with a depth of 19.7 inches

ecos depot locker system with a 10“ control unit and integrated RFID reader
and 1Mx1/3-, 1Mx1/2-, 1Mx2/3-, 1M-depots and 2Mx1/3-, 2Mx2/3-, 2M-depots and Lx1/3-, Lx1/2-, Lx2/3-, L-depots

The ecos depot lockers are available either with a 
stainless steel door or a polycarbonate door. 

Our lockers with depths of 9.8 inches and 19.7 
inches are summarized in the two tables shown.

The dimension of the pass-through opening is always calculated from the external dimensions minus 1.4 
inches in height and 2.9 inches in width.

Lockers
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On the left you can see the different 
models of the ecos drawers in tabular 
form.

The smaller 1m/4 and 1m/2 drawers are 
only available in blocks of 4 or 2. Their 
external dimensions are identical to those 
of the ecos depot 1m compartments. 

The larger drawers are also only available 
in blocks. Only the outside width varies. 
The height and depth are the same for all 
blocks. Each block can be equipped with 
2, 3 or 6 drawers. 

Drawers

1m/4
1m/2 10.6 5.9 9.8 3.4 x 1.8 x 5.5

8.3 x 1.8 x 5.5
0.1
0.4

2.2
4.4

Width block  
(inch)

Height block  
(inch)

Depth block  
(inch)

Inside use  
W x H x D (inch)

Inside use  
Volumen (gal)

Loadweight
(lbs)

2M/6
2M/3
2M/2

L/6
L/3
L/2

3M/6
3M/3
3M/2

4M/6
4M/3
4M/2

23.2

35.8

48.4

17.716.9

17.7

17.7

17.7

19.7

19.7

19.7

19.7

12.6 x 1.8 x 13.8
12.6 x 4.5 x 13.8
12.6 x 7.2 x 13.8

18.9 x 1.8 x 13.8
18.9 x 4.5 x 13.8
18.9 x 7.2 x 13.8

31.5 x 1.8 x 13.8
31.5 x 4.5 x 13.8
31.5 x 7.2 x 13.8

44.1 x 1.8 x 13.8
44.1 x 4.5 x 13.8
44.1 x 7.2 x 13.8

44.1

44.1

44.1

44.1

1.3
3.4
5.6

2.1
5.0
8.2

3.4
8.5

13.7

4.5
12.7
19.0

Drawers Width block  
(inch)

Height block  
(inch)

Depth block  
(inch)

Inside use  
W x H x D (inch)

Inside use  
Volume (gal)

Loadweight
(lbs)

ecos standard drawers with a depth of 19.7 inches

ecos standard drawers with a depth of 9.8 inches

ecos drawer system with a 12“ control unit with integrated RFID reader
and 1m/4, 1m/2, L/6, 2M/2, 3M/3 and 4M/3 blocks 

Drawers
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The soft ware license is fi nal and unlimited in terms of concurrent connecti ons of users and systems. 
There are no recurring license fees for our soft ware. 

Additi onal modules like reservati on planning, fl eet management, and alarm management enable effi  cient 
integrati on into your processes.

The AES 256 Bit encrypted communicati on between the systems and server in your company takes place 
through Ethernet TCP-IP within a LAN- or WIFI- network. 

For the easy integrati on in your access control- or reservati on soft ware, we off er SOAP-Web services. 
Additi onally, it is possible to make reservati ons directly via your e-mail soft ware through the Microsoft  
Outlook integrati on.

We successfully off ered the ecos soft -
ware for many years as Soft ware-as-a-
Service (SaaS), ISO 27001 certi fi ed.

Automati c updates ensure that you are 
always using the latest version of the 
soft ware. 

The security of your data is guaranteed 
by regular backups. 

Server capacity, internal maintenance, 
and administrati on are no longer your 
concern.

So� ware

Our completely web-based applicati on 
ecos webman enables users to log in, 
supervise and manage the lockers. 
This allows the modifi cati on and
confi gurati on of users, objects, and 
access rights for object- and user groups. 

Also, the visualizati on of objects, 
whether they are in the system or not, 
the history of object movements, and 
who took which object when can be 
found in the soft ware.

Cloud
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The reservati on module ecos reserve was developed to effi  ciently manage the deployment of vehicles, the 
access to conference rooms, buildings, and electronic devices.

In case of exceeding the determined ti me limit, it is possible to immediately noti fy the administrator or the 
user directly via alarms.

With our soluti on, you can reserve an object of your choice. Only the objects that are acti vated are 
selectable.

Reservati ons can be made by an authorized user, an administrator for other users, and external guests who 
received a single-use acti vati on PIN code.

The booking details are automati cally sent to the reserving user by e-mail.

The authenti cati on on the locker can be done via PIN code, RFID card or biometric 
reader. For additi onal security, the identi fi cati on methods can be combined. For 
example, fi ngerprint and PIN code.

Our multi -technology reader is compati ble with all standard RFID protocols such as 
Legic, Mifare, DesFire, I-Code, HID, HID Prox, Hitag, Calypso.

Our systems can integrate your readers with RS232, Wiegand and Data/Clock-pro-
tocols.

Furthermore, there is the possibility of multi -authenti cati on and multi -factor-iden-
ti fi cati on where a user can’t open the locker or remove a specifi c object without 
another user also identi fying themselves fi rst.

IT-Security

System Security

on site at the system via smartphone via internet - ecos reserve via intranet - MS Outlook

RFID reader

Fingerprint reader
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Wall system with 7“ LCD - unit with 1m-drawers in the 
high-security version

Stainless steel mounting frame with 10“ control unit, 
finger vein reader with various 1m- depots and drawers.

Locker system with 10“ control unit, RFID card reader, various 
L-depots and M-depots

A high security version is also available with de-
sign changes, such as the stainless steel front for 
the small drawers in a thickness of 0.16 inches.

Wall mounting is the space-saving mounting method 
of choice for small systems with few compartments 
and a depth of 9.8 inches.

For larger systems with several or deep compart-
ments of 19.7 inches, the system should be standing 
and fixed to the floor.

A mounting frame made of stainless steel is the ele-
gant alternative for medium-sized locker systems and 
is particularly suitable for prestigious entrance areas.

Variation
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Charging options

Depots as well as drawers can be equipped with a 5 volt or 12 volt charging station. Charging terminals of 
230 volts are only available in depots.

Additionally, the 5-volt and 12-volt connections can be monitored electronically. It is detected whether the 
corresponding device is connected, being charged and/or already fully charged. This ensures that only 
fully charged devices will be handed out. 

drawer 1m/4 with cordless charging function using 
QI-Standard 

drawer 1m/2 with USB charging plug for small devices

drawer L/6 for protective equipment with integrated RFID 
detection and 12 volt charging socket

depot L with standard power socket, network 
connector and additional shelf
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Weapon compartments

Task: All existing weapons and their ammunition were supposed to 
be monitored and automatically managed by a locker system. The 
existing armory, which was designed to store only half of the actual 
weapons stored, had to be used. 

In addition, handguns should be assigned to employees on an indi-
vidualized basis, while long guns should be assigned only to mem-
bers of the respective duty shift.

The ammunition was to be stored separately from weapons and be 
subject to the same output criteria. A visual inspection had to be be 
possible.

Solution: All weapons were labeled with RFID tags. Due to the lack of 
space, different sizes of ecos drawers were used. 

The ammunition was kept in lockers of the type ecos depot with 
transparent panes for visual inspection.

The handguns and ammunition magazines were provided to the 
employees individually with access rights. 

The long weapons were divided into groups of objects and assigned 
to multiple employees of a shift via group permission.
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Mailbox system

Task: A mailbox system had to be developed with an access-pro-
tected space for the automated distribution of external post and 
confidential internal documents.

For safety concerns it was not allowed to use the IT infrastructure 
of the company.

Due to data protection requirements (postal privacy) the recipient 
had to remain anonymous as far as possible. Their personal data 
was not allowed to be stored locally in the system.

Solution: Lockers of the product range ecos depot were used.  
The system is self-sufficient and informs the user about their mail 
via GSM-modem. 

The post office of the company or other internal staff can distribute 
mail or other documents to the compartments and then enter the 
cell phone number of the recipient. The recipient will receive a SMS 
from the PO Box system including an access PIN, the compartment 
number and a message about the deposited object.

With a valid access card and the received PIN, the receiver can pick 
up their mail or documents at the system.
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Luggage locker system

Task: In the parking garage of an airport, vandal-resistant lockers in 
different sizes for traveling and carry-on luggage had to be installed. 
Some selected compartments should have a 230 volt power supply. 
One compartment should even enable storing sets of golf clubs or 
ski equipment.

The compartments should have no individual payment units, but 
a central control unit that accepts coins, banknotes and later even 
credit cards. 

Reopening the compartments should only take place centrally via 
bar code tickets. The use of single keys per compartment should be 
omitted.

The control unit should allow the use of a tariff system after time 
periods and days of the week.

Solution: To be safe against vandalism, lockers from our product 
range ecos safe were used. These are produced with a 0.2 inch 
double-sided steel door with double locking bolts that satisfy these 
requirements perfectly.

The control software is integrated into the corporate network, so 
that the monitoring and billing can be easily performed from a 
remote workstation.

An integrated communication unit enables direct contact with 
headquarters for customers with questions or problems.
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Pass-through compartments

Task: In an amusement park the newest attraction, an 
ultramodern roller coaster, was put into operation. 

For safety reasons, the German TÜV, the Association for 
Technical Inspection, issued restrictions that no bags may 
be kept while riding the roller coaster.

The costumer required a solution for visitors to store their 
bags easily and safely. After the ride, the bags have to be 
handed out automatically to the visitors.

Solution: The vestibule of the ride was separated into two 
areas with a system of 138 pass-through compartments 
of the type ecos depot size L-2/3. Both the entrance area 
as well as the exit area were equipped with 4 bar code 
reading stations.

The bar code on the entrance ticket can be used to 
deposit the baggage in a free compartment before board-
ing the roller coaster. When leaving the ride at the exit 
area, luggage can be retrieved automatically on the 
opposite of the pass-through compartments. 

Currently, about 5.000 pieces of luggage are stored daily.

Pass-through compartments 
“ecos depot“ of the size L-1/3 for 
automated document hand off.

These compartments are used for 
controlled and efficient receipt 
and return of freight forwarding 
documents to truck drivers.
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ISO 27001
Informati on security

ISO 14001
Environmental management

ISO 9001
Quality management
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